
Each instrument is designed for speed and simplicity of 
operation. A single penetration of each tonk will provide, 
with great accuracy, all the information you are seeking. 

When the electronic probe senses hydrocarbon, a 
steady tone is heard; when sensing oil/water interface it 
emits on intermittent tone. Temperature is shown on an 
LCD display in the hub. 

A sturdy carrying case (below) with a molded interior 
provides convenient transport and safe storage for unit. 

All MMC Flexi-Dip gauges are 
mode in America. That, plus MMC's 
50 years of service to 
the maritime and petroleum 
industries is your 
best assurance 
that you're getting 
the finest_gauging 
instruments available 
today. Also included: spore 
battery, instruction manual and 

- alligator clip grounding cable. 

SPECIFICATIONS 

ACCURACY: Tope: ± 1/8 inch (± 3mm), ± 0.01% of F.S. tope length 
Digital Display: (Temperature) t-/- 0.5°F (+/- 0.3°() +/- 1 digit 
Calibration range: 32°F (Ol) to 17 6 OF (80°() 
Probe: For dryness to within 3/8 inch ( 1 Omm) of tonk bottom 

APPLICATION: F ·Open gougmg {Safe product vapors only) 
R · Restricted gauging, via MMC vapor control valve 

APPROVALS: Intrinsically safe; FM, BASEEFA, CSA, SAA, NKK 

BATTERY: 9 Volt Eveready #522, or Mallory MN 1604, approved 

OPERATION: UTI- Ullage, Temp, Interface 
Ul · Ullage, Interface (oil/water) 
T- Temperature 

AMBIENT TEMPERATURE LIMITS: 
Liquid Crystal Display: -20°F (-29l) to 120·F (49l) 
Sensor: -4 ·F (-20"() to 180 ·F (82.() 

TAPE LENGTHS: single sided 
50, 7 5, 1 00, 120 & 165 ft 

15, 25, 30, 37 & SOm 
Single sided - (special) 

1 00 ft engineering scale (ft, 1/1 0 ft, 1/1 00 ft) 

TYPICAL WEIGHTS: 
50ft/15m- "R" 8 lbs (3.6 kg) "F" 7 lbs (3.2kg) 
100 hj30m · ''R" 9 lbs ( 4.1 kg) ''F" 8 lbs (3.6 kg) 
165 h/SOm -"R" lllbs (5 kg) "F" l 0 lbs (4.5 kg) 

TM WEB: http:/ /www.mmcintl.com 
E-MAIL: mmcinwd@aol.com 

~--.. --~~ ....... 
--------------- MMC (Europe) Ltd. 

MMC International Corp. South Nelson Road 
60 lnip Drive South Nelson Industrial Estate 

Inwood, NY ll 096-0664 U.S.A. Cramlington 
Phone: l-800-645-7339 Northumberland NE23 9WF UK 

1-516-239-733 9 Phone: (0 1670) 738111 

Telex: 96-0140 MAMCAF IN NO Telex: 537005 MARINE G 
Fax: 1-516-3 71-3134 Fax: _(O 1670) 73 8789 

E-Mad: mmceurope@email.msn.com 

Codes - Restricted and Open Gauging Tapes 

CHEMICAL TRIMODE- 2401 S (UTI) 12401 T T R To so 1 F 1 FM] Sli 
TRIMODE- 2401T(UTI) I 
INTERFACE- 24012 (UI) 
TEMPERATURE - 2272- (T) 

GAUGING FORMAT: A-RESTRICTED, F-OPEN 1-
LENGTH METRIC ENGLISH 
SOFT or 15M 15M 050 
75FT o 25M 25M 075 
100FT or 30M 30M 100 
120FT or 37M 37M 120 
165FT or SOM SOM 165 

TEMPERATURE FORMAT: F-FAHRENHEIT. C-CELSIUS t-
APPROVALS 
FM - FACTORY MUTUAL 
BS- B.A.S.E.E.F.A. 
CS - CANADIAN CSA 
SA - AUSTRALIAN SAA 
NKK-JAPAN 

BARREL TYPES FOR MMC VAPOR CONTROL VALVES 
"STD - 'A' •s•. 'S" & U' TYPE (VCV) 
•MM- "MICRO-S", & MMB "MINI MICRO-Bt'- VCV 

" .. FSO- "CSO'' & ''F50' VCV FROM MMC ASIA TD. 
TS- A2. TS-C2 FOR HERMETIC A.2 & C.2 SS VCV'S 
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VCV Barrels are available to fit all valves listed above. 

MMC (Asia) Ltd. 
7-7, 2-Chome, Kotonoo-Cho 
Chuo-ku, Kobe 651 
Japan 
Phone: (078) 251-1033 
Telex: 5624163 OPECK J 
Fax: (078) 252-0265 

Please identify when ordering. 

OCEAN AUTOMATION SOLUTIONS 
P.O. Box 117470, 
AI Quoz Industrial Area No.1, 
Dubai, United Arab Emirates. 
Tel: +971 4 3236610 
Fax: +971 4 323 6615 
http://www.ocean-automation.com 
lnfo@ocean-automation.com 


